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Material-Characteristics

permanent, complete self-lubricating

maintenance-free

long lifetime

corrosion resistance

extremely high dynamic and static loading

capacity

no necessity for additional lubrication

operation range: dry, in fluids

( including sea-water )

see basis materials

Solid lubricant: graphite-inserts

Temperature range: -200 up to +430 °C

Solid lubricant: PTFE+graphite-inserts

Temperature range: -200 up to +260 °C

Frictional coefficient:

dry µ = 0,1 up to 0,15

in oil/grease µ = 0,075 up to 0,15

in water µ = 0,08 up to 0,12

water-lubricated µ = 0,08

surface roughness: Ra = 0,2 up to 0,8 µm

Material-Datasheet
SLGL 5001

Massive bronze alloy with graphite inserts

free from contact corrosion, notch

distruction and welding ( corrosion ) 

application in high and low temperature 

ranges

good heat conductivity

vibration-reducing

unaffected by dirt and shock
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- Bronze with lubricating pins SL

no stick slip

Application Data

Material properties:

Mating Material

minimum hardness ≥ bearing material hardness + 100HB

constantly low frictional value

Application

standard material for general use, for detailed informations see table of basis materials.

massive bronze alloy with graphite inserts (see basis materials)

SL Gleitlagertechnik GmbH
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